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Power Supply 220-240 Volt, 50/60 Hz 
    
Rated Current 9,0 A 
    
Power consumption (Max.) 2100 W 
    
Power consumption (Printing) 1100 W 
    
Power consumption (sleep mode) 0,40 W 
    
Power consumption (Ready mode) 42,4 W 
    
Power consumption (Off mode) 0,026 W 
    
TEC (Typical Electricity Consumption) kWh/week 1,11 kWh/week 
    
Power consumption in networked stand-by - Ethernet  0, 36 W 
    
Power consumption in networked stand-by - USB  0,37 W 
    
Power consumption in stand-by all networks  0,39 W 
    
Networked stand-by mode switch time  15 min 
    
Noise Emission in Standby nd 
    
Noise Emission during Printing 72.8 dB(A) Lwad - RAL-UZ 219 
    
Ozone emission 0,360 mg/h RAL-UZ 219 
    
Benzene emission 0,022 mg/h RAL-UZ 219 
    
Fine dust emission 1,510 mg/h RAL-UZ 219 
    
Styrene emission 0,688 mg/h RAL-UZ 219 
    
TVOC emission (Printing) 11,068 mg/h RAL - UZ 219 

d-Color 
MF759en  
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Tutti i diritti riservati 
Il produttore si riserva il diritto di apportare modifiche al prodotto descritto in questo documento 

in qualsiasi momento e senza alcun preavviso 
Nessuna parte di questo documento può essere riprodotto o trasmesso 

in qualsiasi forma o strumento, elettronico o meccanico, comprese fotocopiatura,  
registrazione o altri, senza la preventiva autorizzazione scritta dell’editore 


