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 MF2556 
 
 

Power supply 220-240 Volt, 50/60 Hz 

Rated current 7.2A 

Maximum power consumption 1750 W 

Power consumption during printing 425 W 

Power consumption in sleep mode 0.5 W 

Power consumption in ready mode 40 W 

Power consumption when machine is off 0.1 W 

TEC (Typical Electricity Consumption) kWh/week 0.31 kWh/week 

Stand-by power consumption (Ethernet connection) 0.5 W 

Stand-by power consumption (USB connection) 0.5 W 

Stand-by power consumption (Wireless connection) __ W 

Stand-by power consumption (FAX connection) __ W 

Stand-by power consumption with all network connections 0.6 W 

Network wake-up time in stand-by mode 20 min 

Sound emissions (in accordance with ISO 7779 / ISO 9296)   
Surface sound pressure level   
(measured at a distance of 1 m, average of individual measurements) [dB(A) LpA] B/W 48 | Color 48.1 (in operation) 

Declared sound power level, A-weighted, DE-UZ 219 
[dB(A) LpA] B/W 51.3 | Color 51.2 (in operation) 

[dB(A) LWAc] B/W 65.4 | Color 65.5 (in operation) 

Declared sound power level, A-weighted, ready mode [dB(A) LWAc] 49.2 (in ready mode) 

    
Emissions (in accordance with UZ-219)   

Ozone emission < Detection limit 
Benzene emission 0.01 mg/h 

Fine particulate emission 
< Detection limit 

Styrene emission 0.24 mg/h 

TVOC emission (in ready mode) 0.175 mg/h 

TVOC emission (during printing) 6.47 mg/h 

 
                   

d-Color 
MF2556-MF3556 
Environmental data 
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           MF3556 
 
 

Power supply 220-240 Volt, 50/60 Hz 

Rated current 7.2A 

Maximum power consumption 1750 W 

Power consumption during printing 520 W 

Power consumption in sleep mode 0.5 W 

Power consumption in ready mode 40 W 

Power consumption when machine is off 0.1 W 

TEC (Typical Electricity Consumption) kWh/week 0.44 kWh/week 

Stand-by power consumption (Ethernet connection) 0.5 W 

Stand-by power consumption (USB connection) 0.5 W 

Stand-by power consumption (Wireless connection) __ W 

Stand-by power consumption (FAX connection) __ W 

Stand-by power consumption with all network connections 0.6 W 

Network wake-up time in stand-by mode 20 min 

Sound emissions (in accordance with ISO 7779 / ISO 9296)   
Surface sound pressure level   
(measured at a distance of 1 m, average of individual measurements) [dB(A) LpA]  B/W 49,5 I COL. 50,1 (in operation) 

Declared sound power level, A-weighted, DE-UZ 219 
[dB(A) LpA] B/W 52,1 I COL. 52,4 (in operation) 

[dB(A) LWAc]  B/W 66,9  I COL. 67,5 (in operation) 

Declared sound power level, A-weighted, ready mode [dB(A) LWAc] 50,9 (in ready mode) 

    
Emissions (in accordance with UZ-219)   
Ozone emission < Detection limit 
Benzene emission 0.01 mg/h 
Fine particulate emission < Detection limit 
Styrene emission 0.38 mg/h 

TVOC emission (in ready mode) 0.154 mg/h 

TVOC emission (during printing) 7,10 mg/h 
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www.olivetti.com 
Copyright © 2021 Olivetti 

Tutti i diritti riservati 
Il produttore si riserva il diritto di apportare modifiche al prodotto descritto in questo documento 

in qualsiasi momento e senza alcun preavviso 
Nessuna parte di questo documento può essere riprodotto o trasmesso 

in qualsiasi forma o strumento, elettronico o meccanico, comprese fotocopiatura,  
registrazione o altri, senza la preventiva autorizzazione scritta dell’editore 


